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PURESINE
INVERTERS

Digital Signal Processor-controlled inverters provide the cleanest 
possible sine wave output, identical to a conventional AC outlet

POWER RANGE:

300-3600 Watts

INPUT:

12-125 VDC

OUTPUT:

110 VAC or 220 VAC 

STANDARD FEATURES:

Over-voltage, temperature, current 
limiting, short circuit, low input warning

OPTIONAL FEATURES:

Off-line UPS, sealed chassis, military 
version, ruggedization, RoHS and more!



OUTPUT

Nominal Voltage 110 VAC 220 VAC

Output Voltage 
Adjustment ±10 VAC ± 20 VAC

Regulation (Line & 
Load) +/- 2 VAC +/- 3 VAC

Output Frequency  50 or 60 Hz (User-selectable); 400 Hz available

Duty Cycle 24 hours/day @ 100% / 1 min @ peak  with 10 min cooldown 

Efficiency 85% @ Full Load

INPUT

Nominal Voltage 12 VDC 20 VDC 40 VDC 125 VDC

Actual Voltage 10.5-18 VDC 19-48 VDC 39-84 VDC 100-140 VDC

MECHANICAL

Material and Finish Marine grade black anodized aluminum 

Output Connections Various options available

Input Connections Various options available

ENVIRONMENTAL AND SAFETY

Operating 
Temperature

-25°C to +40°C @ Full Load  
(-40°C to +55°C extended operating temperature option available)

Storage Temperature -55°C to +105°C

Humidity 0 - 95% relative humidity (non-condensing) 

Audible Noise < 27 dB @ 3 ft/ 1m with fan running; Sealed chassis 0 dB

Typical Service Life > 10 years (87,600 hrs)

Isolation Input to Chassis, Input to Output, Output to Chassis: 1500 VDC 

Warranty Three to Five Years Parts; Military Products Two Years

Emissions Complies with FCC Class B, Part 15

Safety Built to meet CSA C22.2 No.107.1 and UL 458
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